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§ 60.540 Applicability and designation
of affected facilities.

(a) The provisions of this subpart, ex-
cept as provided in paragraph (b) of
this section, apply to each of the fol-
lowing affected facilities in rubber tire
manufacturing plants that commence
construction, modification, or recon-
struction after January 20, 1983: each
undertread cementing operation, each
sidewall cementing operation, each
tread end cementing operation, each
bead cementing operation, each green
tire spraying operation, each Michelin-
A operation, each Michelin-B oper-
ation, and each Michelin-C automatic
operation.

(b) The owner or operator of each
undertread cementing operation and
each sidewall cementing operation in
rubber tire manufacturing plants that
commenced construction, modifica-
tion, or reconstruction after January
20, 1983, and before September 15, 1987,
shall have the option of complying
with the alternate provisions in
§ 60.542a. This election shall be irrevers-
ible. The alternate provisions in
§ 60.542a do not apply to any undertread
cementing operation or sidewall ce-
menting operation that is modified or
reconstructed after September 15, 1987.
The affected facilities in this para-
graph are subject to all applicable pro-
visions of this subpart.

(c) Although the affected facilities
listed under § 60.540(a) are defined in
reference to the production of compo-
nents of a ‘‘tire,’’ as defined under
§ 60.541(a), the percent emission reduc-
tion requirements and VOC use cutoffs
specified under § 60.542(a)(1), (2), (6),
(7)(iii), (7)(iv), (8), (9), and (10) refer to
the total amount of VOC used (the
amount allocated to the affected facil-
ity), including the VOC used in ce-
ments and organic solvent-based green
tire spray materials for tire types not
listed in the § 60.541(a) definition of
‘‘tire.’’

[52 FR 34874, Sept. 15, 1987, as amended at 54
FR 38635, Sept. 19, 1989]

§ 60.541 Definitions.
(a) All terms that are used in this

subpart and are not defined below are
given the same meaning as in the Act
and in subpart A of this part.

Bead means rubber-covered strands of
wire, wound into a circular form, which
ensure a seal between a tire and the
rim of the wheel onto which the tire is
mounted.

Bead cementing operation means the
system that is used to apply cement to
the bead rubber before or after it is
wound into its final circular form. A
bead cementing operation consists of a
cement application station, such as a
dip tank, spray booth and nozzles, ce-
ment trough and roller or swab appli-
cator, and all other equipment nec-
essary to apply cement to wound beads
or bead rubber and to allow evapo-
ration of solvent from cemented beads.

Component means a piece of tread,
combined tread/sidewall, or separate
sidewall rubber, or other rubber strip
that is combined into the sidewall of a
finished tire.

Drying area means the area where
VOC from applied cement or green tire
sprays is allowed to evaporate.

Enclosure means a structure that sur-
rounds a VOC (cement, solvent, or
spray) application area and drying
area, and that captures and contains
evaporated VOC and vents it to a con-
trol device. Enclosures may have per-
manent and temporary openings.

Green tire means an assembled,
uncured tire.

Green tire spraying operation means
the system used to apply a mold re-
lease agent and lubricant to the inside
and/or outside of green tires to facili-
tate the curing process and to prevent
rubber from sticking to the curing
press. A green tire spraying operation
consists of a booth where spraying is
performed, the spray application sta-
tion, and related equipment, such as
the lubricant supply system.

Michelin-A operation means the oper-
ation identified as Michelin-A in the
Emission Standards and Engineering
Division confidential file as referenced
in Docket A–80–9, Entry II–B–12.

Michelin-B operation means the oper-
ation identified as Michelin-B in the
Emission Standards and Engineering
Division confidential file as referenced
in Docket A–80–9, Entry II–B–12.

Michelin-C-automatic operation means
the operation identifed as Michelin-C-
automatic in the Emission Standards
and Engineering Division confidential
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